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QUALITY ASSURANCE PROGRAM:
INSPECTION LEVEL 3

JERICHO STP BP14(2)
VT Route 15 - Pedestrian School Crossings

PROPOSED PEDESTRIAN SCHOOL CROSSINGS AT THE INTERSECTIONS OF VT ROUTE
15 & RIVER ROAD AND VT ROUTE 15 & DICKINSON STREET.

WORK TO BE PERFORMED UNDER THIS PROJECT INCLUDES NEW PEDESTRIAN
SAFETY ISLAND, CONCRETE SIDEWALKS AND CURBS, STREET LIGHTING, PAVEMENT
MARKINGS, SIGNAGE AND OTHER RELATED ITEMS.
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FUNDING ASSISTANCE FOR THIS PROJECT IS BEING FURNISHED
BY THE FHWA, VTRANS AND THE TOWN OF JERICHO

DATUM
VERTICAL: NAVD 88
HORIZONTAL: NAD 83 (1996)

TOWN OF JERICHO

ACCEPTED DATE
TOWN ADMINISTRATOR

CANADA

FRANKLIN ORLEANS

PROJECT

LOCATION PLAN

CONCEPT PLANS
September 2015

State of State of
LOCATION
NEW YORK ADDISON S NEW HAMPSHIRE
N,
x %
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TE
b
E
WINDHAM
Commonwealth of
MASSACHUSETTS
NOTES:

1. THESE PLANS ARE SUBJECT TO SUCH ENGINEERING CHANGES AS MAY BE
REQUIRED BY THE FEDERAL HIGHWAY ADMINISTRATION OR THE VERMONT
AGENCY OF TRANSPORTATION. CONSTRUCTION IS TO BE CARRIED ON IN
ACCORDANCE WITH THESE PLANS AND THE VTRANS STANDARD SPECIFICATIONS
FOR CONSTRUCTION DATED 2011, AS APPROVED BY THE FEDERAL HIGHWAY
ADMINISTRATION ON JULY 20, 2011 FOR USE ON THIS PROJECT, INCLUDING ALL
SUBSEQUENT REVISIONS AND SUCH REVISED SPECIFICATIONS AND SPECIAL
PROVISIONS INCORPORATED IN THESE PLANS.

2. THE SIDELINES OF VT ROUTE 15 R.O.W. ARE BASED ON LIMITED FOUND EXISTING
BOUNDARY EVIDENCE, MAPS AND PLANS BY VTRANS. INDIVIDUAL PROPERTY SIDE
LINES WERE LOCATED BASED ON FOUND EVIDENCE, THE ABOVE VTRANS PLANS,
PROPERTY SURVEYS AND TOWN PARCEL MAPS.

3. LINES SHOWN ON THESE PLANS AS EXISTING PROPERTY LINES ARE BELIEVED TO
BE ACCURATE BUT SHOULD NOT BE RELIED UPON FOR PURPOSES UNRELATED TO
THE TOWN OF JERICHO'S ACQUISITION OF LANDS AND RIGHTS FOR THIS PROJECT.

4. TRAFFIC DATA (VT ROUTE 15)
2015 AADT =10,400 vpd

2025 AADT =10,400 vpd
2025 DHV = 1,300 vph
2025 %T = 6 %

DESIGN SPEED = 35 MPH

Lamoureux & Dickinson
Consulting Engineers, Inc.

14 Morse Drive, Essex, VT 05452
802-878-4450 www.LDengineering.com
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(L

VARIES (15" MIN) VARIES

15

EXISTING CONCRETE CURB

NEW CONCRETE CURB, TYPE B

NEW CONCRETE CURB, TYPE B

NEW CONCRETE CURB, TYPE B

MILL EXISTING PAVEMENT 1.5" AND
PLACE NEW 1.5" TYPE IV OVERLAY

Lt AN Y
MILL EXISTING PAVEMENT 1.5" AND ™
PLACE NEW 1.5" TYPE IV OVERLAY e ammmEE. D
- = [T Ly
e mmEENNEANNENSEENNNNNSESNNEENSEENNEENSEEESSRNSSERCTY S C%‘% L A : EXISTING PAVEMENT LI QJCZC
TTTTT l SE . )
II““””””””””””“II”HHHIEI)I(IIISI';III\III(‘;”F;IAI\}IIEII\I/IENT - UA% %cﬁ"c - EXISTING SUBBASE %
EXISTING SUBBASE
EXISTING SUBBASE OSOS
— REMOVE EXISTING PAVEMENT,
PLACE GRANULAR BORROW FILL
— 4" TOPSOIL WITH 2" MULCH COVER
PEDESTRIAN REFUGE ISLAND TYPICAL SECTION
NTS
VARIES (150" MIN) 80" 150"
NEW CONCRETE CURB (TYP)
TOP FLUSH WITH SIDEWALK
gg!’gg}iﬁ é g'gggALK - NEW CONCRETE CURB, TYPE B
| _EXPANSION JOINT BETWEEN MILL EXISTING PAVEMENT 1.5" AND
EXISTING CONCRETE CURB SIDEWALK AND CURB (TYP) PLACE NEW 1.5" TYPE IV OVERLAY it ol
MILL EXISTING PAVEMENT 1.5" AND .-‘_:l
PLACE NEW 1.5" TYPE IV OVERLAY . ammpEEEERERH ‘)
|||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| T AFIZ'-:".
™ — — ,.“[I—IIYI [ 1] [ TIr L [[[] EX‘ST'NG PAVEMENT rou\_g ‘O s
4 " ;;: > = —~ >l -3“7
EXISTING PAVEMENT Let EXISTING SUBBASE
Y K e EXISTING SUBBASE & e N & X

EXISTING SUBBASE

-

PEDESTRIAN REFUGE ISLAND TYPICAL SECTION AT CROSSWALK

NTS

CURBING, SIDEWALK & PAVING CONSTRUCTION NOTES

1.

EMULSION SHALL BE APPLIED TO THE FULL WIDTH OF THE BASE COURSE/EXISTING
PAVEMENT BEFORE INSTALLING THE PAVEMENT WEARING COURSE AND/OR OVERLAY.
EMULSIFIED ASPHALT TO BE APPLIED AT THE RATE OF 0.015 GAL./SQ YD. EMULSION SHALL
ALSO BE PLACED ON THE FACE OF ALL CURB WHERE IT WILL BE IN CONTACT WITH THE
PAVEMENT.

BITUMINOUS CONCRETE PAVEMENT TOLERANCE = +1/4" - (FOR TOTAL THICKNESS OF BASE
AND/OR WEARING COURSE).

BITUMINOUS CONCRETE PAVEMENT SHALL BE 75 BLOW MARSHALL MIX AND PERFORMANCE
GRADED BINDER SHALL BE PG 58-34.

CURBING SHALL BE CONSTRUCTED IN 10" SECTIONS WITH 1/8" JOINT BETWEEN SECTIONS.
CURBING EXPANSION JOINTS SHALL BE CONSTRUCTED EVERY 20'.

ALL NEW CONCRETE CURBING AND SIDEWALKS SHALL BE SEALED WITH A WATER
REPELLENT, SILANE CURING / SEALING COMPOUND. THE COMPOUND SHALL BE ON THE
VTRANS PRE-APPROVED PRODUCTS LIST. THE COMPOUND SHALL BE APPLIED PER
MANUFACTURER'S SPECIFICATIONS.

2~ DRIVEWAYWIDTH+3FT. 2

FINISH GRADE FINISH GRADE

T____\ggR_AaUg(;Y;)__________}

1" REVEAL UNLESS OTHERWISE SPECIFIED —
OR DIRECTED BY THE ENGINEER

TYPICAL DRIVEWAY CURB CUT
NTS

MATCH EXISTING —

GRADE

5' | 6"

CONCRETE SIDEWALK, 5 INCH —\

- $=0.02 (MAX)
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— 4" TOPSOIL, TYP.

8" CRUSHED GRAVEL (FINE GRADED) SUBBASE

1=

TYPICAL CONCRETE SIDEWALK SECTION

NTS

4" TYPE Il PAVEMENT PLACED IN 2" LIFTS —

2" TYPE Il PAVEMENT BASE COURSE —

PRIOR TO PAVING NEW BASE COURSE,
CLEAN JOINTS AND COAT WITH
EMULSIFIED ASPHALT

1.5" TYPE IV PAVEMENT
WEAR COURSE OVERLAY

'_ TN A RATRTAWAPIeTA VA RY, AWATRY

7" OR MATCH EXISTING
CURB REVEAL

EXISTING PAVEMENT

2

I
R
L

2

T S A :[
EXISTING SUBBASE = X 3
N =4 =" o O
S=1/3"FT)
D
12"

VARIES
2'-0" MAX.

TYPICAL CONCRETE CURB SECTION
NTS

— TYPE B CONCRETE CURB

— CRUSHED GRAVEL SUBBASE
(COARSE GRADED)

— 4" TOPSOIL, TYP.

PAID AS ITEM 651.35

r7y

FINISH GRADE

— ]

18"J

INSTALL AT ALL ENDS OF NEW CONCRETE CURB SECTIONS
(NOT FOR SIDEWALK RAMPS)

CONCRETE CURB END TAPER
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TRAVERSE CONTROL POINT
N 735670.1119
E 1523466.2297

STATION 11+00

N 735589.4309

E 1523437.8001 R=433.0"

A=31°2737"
. JOLLEY L = 237.75'
STORE
#341

© ’ i " 7
e
[Z__VT Route 15

&l/
< PT = 14+20.44

PC=11+82.69
N 735657.4507
E 1523484.82

#340

N 735879.5375

E 1523560.9647
#5

River Rq
TO UNDERH) | CENTER —

X

TRAVERSE CONTROL POINT
N 735831.093
E 1523597.099

PCC = 23+97.86
N 736851.4665
E 1523649.5044

PC=21.64.10
N 736621.6313
E 1523608.6939

#365

R=1273.0"
A =10°31"16"
L =233.7¢'
TRAVERSE CONTROL POINT
TRAVERSE CONTROL POINT N 736922.482
N 736628.897 E 1523715.957
E 1523627.07
R = 3483.83"
A =0°44'27"
L=45.1
#364
N\
# L PT=20+76.08 \\
N 736534.8113 \
PT = 19+07.35 E 1523601.3209
N 736365.5882 s \
E 1523589.7463
\
\ ®
%,
(o)
N
R =7978.44' '57(( AN
A=1"13"15" o&
L=170.0¢ PT =18+62.30 ,1,)
N 736320.656 %
\ E 1523586.478 \ \
PT =16+92.30
N 736150.9738
E 1523576.0981
GRAPHIC SCALE
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VT Route 15
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{EXIT ONLY)
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#357

#361

bt 4ol

e PAVED SIDEWALK

22+00
e —  ———_
GAS
GAS:E:>// OHW
FUTURE CONCRETE SIDEWALK
] -~
= 2 oo — .

GRAPHIC SCALE
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#364
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FUTURE
PAVED DRIVE
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#365
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JOLLEY
STORE
#341

CONCRETE

CONCRETE

NEW RECTANGULAR RAPID
FLASHING BEACON

VT Route 15
T

—~—— TOJERICHO

-

STA. 11+75 /

-

GRAVEL

EXIST. CATCH BASIN
STA. 13+41, 23'LT.
RIM ELEV = 672.68
10" INV. =870.58

10" INV. =670.33

NEW LIGHT POLE

Consulting Engineers, Inc.
14 Morse Drive, Essex, VT 05452
802-878-4450 www.LDengineering.com

PROJECT LEADER: RJD
DESIGNED BY: RJD

LAYOUT PLAN

STA: 13+31.9 \ _
OFFSET: 2.75' LT STA. 13+60
STA. 12484, 19.5' LT STA: 124977  \m & Y e
OFFSET: 4.0'LT W
EXIST. GATCH BASIN STA: 12+80.7 REMOVE PAVEMENT & GRAVEL AND
STA. 13+38, 22'LT. OFFSET: 4.0'LT A 3-\-00 ADD TOPSOIL, SEED AND MULCH
RIMELEV = 672.11 n STA. 13+34.5 . _
10" INV. = 669.56 [ STA. 12+89.5 : g
OFFSET- 25 LT & 15 pERF. PE T RO * /
> ;2. : OFFSET: 2.75'RT _
+00 ’&’» \E’ >
L @m NEw caTcHBasN P ST
N N NS R LS S 2 STA. 13+15, 2’ RT S .
S— » _ — ! || 3 RIM ELEV = 674.20
— | PN 2 15" INV. = 670.00 STA: 13+80.86
STA. 12+46.5 - OFFSET: 4.0'RT g;ﬁsgf Fer OFFSET: 40.0' RT
STA: 12+49 L % NEW CATCH BASIN STA. 12+94,
OFFSET:2.6'RT | STA. 12+69, 2'RT 19.5'RT STA: 13+84.5
RIM ELEV = 674.10 OFFSET: 49.4' RT
STA: 12+45.53 15NV 267000 \
OFFSET: 17.4' R;\ —— @ NEW RECTANGULAR RAPID I
N ———— FLASHING BEACON - River
NEW DETECTABLE WARNING NEW SIDEWALK -
SURFACE, (TYP.) WM _— NEW LIGHT POLE
PAVED SIDEWALK JagRieols N 735795.6258
L e E 1523608.761
- \
-— / -—
GRAVEL — SIDEWa,
DRIVE -
\ -
\ -
\ -
\
S \ ~
\ — \
PAVED p RIve Tt
‘
#340 l
#4
l N AN
GRAPHIC SCALE
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1 inch = 10 ft.
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STA. 0+00 = STA. 21+54.2, 33' LT.

N \
NN \
NEW DETECTABLE WARNING

SURFACE, TYP.
REMOVE PAVEMENT & GRAVEL AND —
ADD TOPSOIL, SEED AND MULCH
21+00 -
- - N
I

T

._.

STA. 30+33.0 = STA. 21+54.9

%{:} #361

T

PAVED < SIDEWALK

NEW RECTANGULAR RAPID

FLASHING BEACON, TYP.

L NEW LIGHT POLE, (TYP.)

-
VT Route 15

p—
—.—
—_——
—

NEW 18" PE

CONNECT NEW 18" x 15' PE
CULVERT TO END OF
EXISTING 18" PE CULVERT

FUTURE CONCRETE SIDEWALK —l

STA. 0466 = STA. 21+54.2, 33' RT.

I

\ ﬁ -
\ \
\ SIDEWALK EASEMENT
\
\

.

-_ —

NEW 5' WIDE CONCRETE
/ SIDEWALK
\

STA. 21468, 96' RT.

GRAPHIC SCALE

10 0 5 10

20

40

I e e ey —

( IN FEET )
1 inch = 10

ft.

GRAVEL
PARKING LOT

FUTURE
PAVED DRIVE

Lamoureux & Dickinson

Consulting Engineers, Inc.
14 Morse Drive, Essex, VT 05452
802-878-4450 www.LDengineering.com

PROJECT NAME: JERICHO
PROJECTNUMBER:  STP BP14(2)

FILE NAME: 15014 -09
PROJECT LEADER: RJD
DESIGNED BY: RJD
LAYOUT PLAN

PLOT DATE: SEPTEMBER 2015
DRAWN BY: WEH

CHECKED BY: RJD

SHEET 9 OF 15




SIDEWALK, TYP. SIDEWALK, TYP.

ROW
ROW

— EXISTING CONCRETE 13+00 EXISTING PAVED —\

678 678

676 676
\

674 |— ————— 17— — || l=!:_!: — 674
- rr——fee Y — — — -
672 672

| |
670 _ Q 670

.

=F
< <
© ©
668 668
-30 -20 -10 0 10 20 30
= — NEW CONCRETE SIDEWALK 12+94 = = 13450 =
0 e} 0 0
o o o o
678 678 678 678
| | | |
676 676 676 676
674 = L — e et B 7 71 674 N — 674
e e e | [ - I — N -
672 —1 —  — 672 672 672
! W O~ 15" PERF. PIRE l l l
670 =3 : 670 670 =N 670
NN NN
© © © |[©
668 668 668 668
-30 -20 -10 0 10 20 30 -30 -20 -10 0 10 20 30
. 12+69 . . 13+41 i
2 — NEW CATCH BASIN Q Q — EXISTING CATCH BASIN o
678 678
| | |
676 i 676 676 676
M %&%___ -— - — — —} — — - —— I D
- T — — — — rﬁFJ V |\ T T ==k —— T ~—_ |
672 ' 672 672 ' ! A ' 672
@) . % O 3
670 =18 670
NI
668 oS 668 668 F ] °l® 668
ars -30 -20 -10 0 10 20 30
O | ©
-30 -20 -10 0 10 20 30
= 13+15 =
o} e}
T — NEW CATCH BASIN 2
= 12+50 =
o} o}
i & | |
678 678 676 676
| | ——— _.}% —————— I |
676 676 — s L
674 = S S E—— —— Y 7] 672 ' ' 672
__'___E::::::: _____ m
672 — 672 =5 O
| I <<
oo
670 o8 670 668 668
"53' E -30 -20 -10 5 10 20 30
668 668
-30 -20 -10 0 10 20 30
= 12+00 =
0 e}
o o
678 678
| |
676 676
T e N E E————————————— =L L L L& il et St [
I I = e Sy
672 672
| |
670 =2 670 PROJECT NAME: JERICHO
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N~ |
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#3356

BEGIN NEW 4" PAINTED —
WHITE LINE
STA. 11+10, 10.5'LT.

10+00

JOLLEY STORE
#341 CONCRETE

NEW PEDESTRIAN CROSSING SIGNS
WITH NEW FLASHING BEACONS
INSTALLED ON NEW LIGHT POLE

CONCRETE

—_

N

PAVED

0 bo

Mills Riverside Park

EDGE OF ROADWAY 24" PAINTED WHITE STRIPE
PAVEMENT
¢

| ‘ ‘ EDGE OF ROADWAY

PAVEMENT
24" ‘ ‘ 24"
NOTE:

WHITE RETROREFLECTIVE PAINT SHALL MEET VTRANS SPEC 646.06.

PAINTED BLOCK PATTERN
CROSSWALK DETAIL

2SIDEWALK o

Q00000000
00000000(
POOOOOOOO

\

BEGIN NEW 4" PAINTED
YELLOW LINES, STA. 11+68

BEGIN NEW 4" PAINTED WHITE LINE
STA. 11468, 11.5'RT

GRAVEL DRIVE

\I\
|

VT Route 15 \

(EXIT ONLY)

DETECTABLE WARNING
SURFACE ON
CROSSWALK RAMP,
TYPICAL BOTH SIDES

SIDEWALK <

00000000(
POOCOO00OO0
00000000(

NEW

NEW PEDESTRIAN CROSSING SIGNS
WITH NEW FLASHING BEACONS
INSTALLED ON NEW LIGHT POLE

W16-7p ||

w112 Wi1-2

GRAPHIC SCALE

20 0 10 20 40 80

(in feet)
1inch = 20 ft.

PAVED

GRAVEL
PARKING

END NEW 4" PAINTED
YELLOW LINES
STA. 13+55

-

,\”00\ NEW 4° PAINTED WHIT
LINE - MATCH EXISTING

7 STA. 14407, 12.5'LT.

END NEW 4" PAINTE
> WHITE LINE
STA. 13+88, 56’ RT.

(2) 4" WIDE YELLOW LINES

TRAFFIC FLOW 4" APART /— 7" WIDE YELLOW
LINE

/ /
4 //
U) o
4 ¥ ~
<
> %)
TRAFFIC FLOW
PAINTED TRAFFIC ISLAND
N.T.S.
PROJECT NAME: JERICHO
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#357

R
#361 %é
S

| \
BAVED SIDEWALK " I I I \
PAVED SIDEWA[K
NGl A * :
&a” A s NEW PAINTED CROSSWALK
+
22+00
GRIND OF CONFLICTING
ALK ’ PAVEMENT MARKINGS —
PAVED SIDEW ‘ 21400 .
" VT Route 15
_—
+00 |
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FILL GAP WITH GROUT NEW CURB SHALL REST ON TOP
OF BASIN COVER - NOTCH (SAW

3 FLANGE FRAME AND RB AS REQUIRED
TYPE D GRATE cun ey S REQU

FINISH GRADE

- AL

GROUTFRAMETO — | £y g
CONCRETE. THE FRAME L= o
OPENING SHALL MATCH A SRy
THE CATCH BASIN TOP e X
WITH NO OVERHANG. - 24" R
_-,Qf ’ z
VARIES i
ALL BACKFILL . 3 :
THOROUGHLY o SQM’ISG DIA.
COMPACTED ok (MIN) o
IN 6" LIFTS o 4
PROVIDE WATERTIGHT /] @ [\
RUBBER BOOT FOR ALL o EXCAVATION PAY LIMIT
PIPES e o
e “
N 24" | '
N 8o L o L UNDISTURBED
FS T AT A e / SOIL
= S L \//

/N

7N

6’
‘(/x\//x\/// ///\///\\/%/&\ EXTEND BEDDING TO

3/8" CRUSHED STONE BEDDING LIMITS OF EXCAVATION

NOTES:

1. CATCH BASIN TOP ELEVATIONS SHALL BE ADJUSTED AS NEEDED SO THAT
THE GRATE WILL BE SLIGHTLY DEPRESSED FROM THE FINAL PAVEMENT
ELEVATION.

2. LEDGE PAY LIMIT SHALL BE A MAXIMUM DISTANCE OF 24" FROM STRUCTURE.
3. ALL STRUCTURES TO BE DESIGNED BY A STRUCTURAL ENGINEER TO
WITHSTAND H20 LOADING. INSIDE DIAMETER OF STRUCTURE MAY VARY

BASED ON SIZE AND ORIENTATION OF PIPES TO MAINTAIN ADEQUATE
STRUCTURAL STRENGTH.

TYPICAL PRECAST CONCRETE CATCH
BASIN WITH CAST IRON GRATE

NTS

DEPTH OF PIPE VARIES - SEE PLAN

THE SIDE OF TRENCHES 4 FEET OR MORE IN DEPTH
ENTERED BY PERSONNEL SHALL BE SHEETED OR
SLOPED TO THE ANGLE OF REPOSE.

FINISHED GRADE

BACKFILL WITH APPROVED
EXCAVATED MATERIAL THOROUGHLY
COMPACTED IN 6" LIFTS

GEOTEXTILE FABRIC - MIRAFI 140N
OR EQUAL. OVERLAP FABRIC A
MINIMUM OF 12"

PE PERFORATED PIPE. INSTALL
PERFORATED PIPE BETWEEN CATCH

BASINS IN LOCATION SHOWN ON PLANS

/— %" CRUSHED STONE
/ UNDISTURBED SOIL

NFILTRATION DRAIN DETAIL

FINISH GRADE —

4" TOPSOIL SEED & MULCH
UNDISTURBED SOIL

Wy s A sl b asgn A s |

N
A X

BACKFILL WITH APPROVED EXCAVATED — S0
MATERIAL IN THOROUGHLY NN
COMPACTED 6" LIFTS R S

N
APPROVED ROCK FREE BACKEFILL E\/\S\f/
COMPACTED IN 6" LIFTS (NO STONES
LARGER THAN 1-1/2" DIAMETER)

X
7 %
N AN
A N N ///
R,
/ A

STORM SEWER - VARIES

STORM PIPE

K
L H IS

N
6" \\
/ /\
2R
§<//§</ § X ALL TIMES KEEP THE
3/8" CRUSHED STONE BEDDING A A
Y R
KK NN
X XX
T Y
%/\\\///N RN BACKFILLING
N 6" SRR
R NN A A N
UNDISTURBED SOIL ————SE56S /,\iﬁ\\%, x\/,\\/a\\//f\\\ff\\\ﬁ\\//ﬁ\//f\.\gﬁ\\/&\fx NSAN

3.25'

STORM PIPE TRENCH DETAIL

NTS

NN,
\//\\\//2\\/\\ % UNDISTURBED SOIL
NN

IF COVER IS LESS THAN 3.0', PLACE
2" THICK INSULATION BOARD
SUITABLE FOR BURIAL OVER PIPE.

THE CONTRACTOR SHALL AT

TRENCHES ENTIRELY FREE OF
WATER UNTIL ALL WORK IS
FINISHED AND READY FOR

PAYMENT LIMIT OF TRENCH
EXCAVATION AND %" STONE
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LUMINAIRE - SEE LIGHTING ‘ | /
SCHEDULE FOR COMPLETE
SPECIFICATION ‘ | M {
L/
PHOTOCELL ” “ I

POLE-MOUNT RRFB CONTROLLER

36" X 36" FYG W11-2 PEDESTRIAN
CROSSING SIGNS (B-B)

RAPID FLASHING BAR WITH
/ AMBER LED'S BOTH SIDES

18" X 30" FYG W16-7P
) : ARROW PLAQUES (B-B) i
3
SEE STREET LIGHT DETAIL
POLE: LUMEC RTAF800
HEIGHT: 14' TALL
COLOR: TEXTURED BLACK
PUSH BUTTON ASSEMBLY & o 5
B 9" X 12" R10-26 PEDESTRIAN SIGN R
1
©
CONCRETE FOUNDATION, =
SEE DETAIL THIS SHEET !
| EERNRTDINE | A g ) SRR RRERAIN
FRONT VIEW SIDE VIEW
STREET LIGHT DETAIL
NTS RECTANGULAR RAPID FLASHING BEACON (RRFB) DETAIL
NTS
/
POLES SHALL BE INSTALLED WITH BREAKAWAY N0
COUPLINGS PER AASHTO STANDARD WHEN CONDUIT IS TO BE PLACED BENEATH WARNING TAPE PLACED ABOVE
SPECIFICATIONS FOR STRUCTURAL SUPPORTS EXISTING PAVEMENT, SAWCUT PAVEMENT ELECTRICAL CONDUIT(S).
FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC PRIOR TO REMOVAL. APPLY EMULSION TO
SIGNS. JOINT PRIOR TO REPAVING/PATCHING
g
BASE WITH 1/2" 45 DEGREE CHAMFER AT TOP é
o —— 36" MIN. TO TOP OF TOP ROW OF CONDUITS
:Q WHEN NOT UNDER SIDEWALK OR PAVEMENT
7
ALL VISIBLE SURFACES TO BE \ L * (| — SUITABLE MATERIAL: SHALL CONTAIN NO
SMOOTH UNIFORM FINISH < , STONES GREATER THAN 4" IN DIAMETER,
T —T 1 —T1 1 —T1 e | | CETT Iy p o Z NO FROZEN LUMPS AND ONLY MINOR
— | |:‘ ‘ ‘:‘ ‘ ‘: DT ’ ‘:‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘:' ' = AMOUNTS OF CLAY. COMPACTION SHALL
— == a1k AT T T © OCCUR IN 8"-8" LIFTS. EACH LIFT SHALL
—_\ \ \:\ \ . ST ':\ \ \:‘ ‘ ‘— © BE APPROPRIATELY COMPACTED PRIOR
:‘ ‘ ‘: o I ‘:‘ | TO PLACING NEXT LIFT.
[T AR = :
1= . 4 o ? SAND BACKFILL - 6" MIN. ABOVE,
CONDUIT; SIZE AS REQ'D J u: AN ] b BELOW & BOTH SIDES OF NEW
; =1 : : CONDUIT SCHEDULE 40 PVC CONDUIT FOR LIGHTING
: ‘ ‘: oo — & RRFB CIRCUITS - REFER TO SHEET _
_JI _ FOR CONDUIT SIZE
CONCRETE, CLASS B =
e T = UNDISTURBED —
—| | S et | SOIL OR ROCK
/jr,_‘%%%o S T VARIES BASED ON CONDUIT SIZE & QUANTITY
COMPACTED GRAVEL SUB-BASE .
CONDUIT TRENCH DETAIL
NTS
PROJECT NAME:
STREET LIGHT POLE FOUNDATION DETAIL OJEC JERICHO
NS PROJECTNUMBER:  STP BP14(2)
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TEMPORARY TRAFFIC CONTROL NOTES TEMPORARY CONSTRUCTION SIGNS ‘2%,&
4
1. ALL TEMPORARY CONTROL DEVICES SHALL MEET OR EXCEED VTRANS 8. CONTRACTOR SHALL PROVIDE A MINIMUM 48 HOUR ADVANCE NOTICE TO 1. ALL SIGN STANDS AND POST INSTALLATION SHALL BE NATIONAL N
STANDARD DETAILS. WHERE THE STANDARD DETAILS CONFLICT WITH PROPERTY OWNERS PRIOR TO COMMENCING WORK IN DRIVES. WHERE COOPERATIVE HIGHWAY RESEARCH PROGRAM 350 (NCHRP) COMPLIANT.
THE MUTCD, THE MUTCD SHALL GOVERN. SIDEWALKS CROSS DRIVES, THEY SHALL BE CONSTRUCTED IN TWO PHASES,
MAINTAINING ACCESS TO DRIVEWAYS AT ALL TIMES. 2. ALL ROLL-UP SIGN MATERIAL SHALL HAVE ASTM D 4956-01 TYPE VI OR
2. FOR ANY WORK WITHIN THE HIGHWAY RIGHT-OF-WAY A MINIMUM OF TYPE VIl FLUORESCENT ORANGE RETRO-REFLECTIVE SHEETING.
ONE-WAY THRU TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. 9. THE CONTRACTOR SHALL MAINTAIN PEDESTRIAN ACCESS TO BUSINESSES
CONTINUOUS TWO-WAY TRAFFIC SHALL BE MAINTAINED AT NIGHT, ON AND RESIDENCES. ANY SIDEWALK CLOSURES SHALL MEET THE 3. ALL POST MOUNTED SIGNS SHALL HAVE ASTM D 4956-01 TYPE VIIl OR
WEEKENDS AND HOLIDAYS, DURING PEAK TRAFFIC AND WHENEVER REQUIREMENTS OF THE MUTCD PART 6 AND ADA ACCESSIBLE ROUTE TYPE IX FLUORESCENT ORANGE RETRO-REFLECTIVE SHEETING.
POSSIBLE DURING CONSTRUCTION. REQUIREMENTS. BE
4. ALL STATIONARY SIGNS SHALL BE MOUNTED ON TWO 3 LBS/FT FLANGED
3. SHORT DURATION TEMPORARY TRAFFIC CONTROL SIGNING AND 10. FLAGGERS AND/OR TRAFFIC CONTROL PERSONNEL SHALL DIRECT CHANNEL POSTS OR TWO 2" SQUARE STEEL POSTS. NO SIGN POSTS
CHANNELIZING DEVICES SHALL BE IN ACCORDANCE WITH THE BICYCLISTS THROUGH THE CONSTRUCTION AREA IN THE SAME MANNER AS SHALL EXTEND OVER THE TOP EDGE OF THE SIGN INSTALLED ON SAID PREPARED SIDEWALK
APPROPRIATE MUTCD STANDARDS (PART 6). TYPICAL APPLICATIONS 3,10, VEHICULAR TRAFFIC. PEDESTRIANS, WHEN PRESENT, SHALL BE ESCORTED POSTS. CLOSED
22 AND 23 ARE USEFUL EXAMPLES. VARIATIONS IN THE SIGNING THROUGH THE WORK AREA. THE CONTRACTOR SHALL DESIGNATE AN TO STOP
PACKAGES MAY BE DICTATED BY UNIQUE GEOMETRY, SPECIFIC EMPLOYEE TO ESCORT PEDESTRIANS AROUND THE PERIMETER OF THE 5. PRIOR TO PLACING TEMPORARY WORK ZONE SIGNS ON THE PROJECT,
CONSTRUCTION ACTIVITIES, AND/OR TRAFFIC CONDITIONS. CONSTRUCTION SITE. THE CONTRACTOR MUST FURNISH FOR APPROVAL A DETAIL FOR R9-8
TEMPORARY WORK ZONE SIGNS ON STEEL POSTS SHOWING STUBS
4. APPROACH CONSTRUCTION SIGNING SHALL REMAIN IN PLACE DURING 11. ANY SIDEWALK CLOSURES/PEDESTRIAN DETOURS THAT WILL BE LEFT IN PROJECTING A MAXIMUM OF 4 INCHES ABOVE GROUND LEVEL AND BOLTS
THE ENTIRE CONSTRUCTION PERIOD. PLACE OVERNIGHT MUST INCLUDE SIGNS THAT MEET THE MUTCD AND FOR SIGN POST ATTACHMENT SHALL BE NCHRP 350 COMPLIANT, IF IN THE Wo1-1a W34
PEDESTRIAN CHANNELIZING DEVICES THAT MEET MUTCD AND ADA. CLEAR ZONE. Ll -
5. THE CONTRACTOR SHALL NOT WORK WITHIN THE HIGHWAY ROW CHANNELIZING DEVICES MUST HAVE A CONTINUOUS DETECTABLE BOTTOM
WITHOUT THE APPROPRIATE CONSTRUCTION SIGNING AND TEMPORARY EDGE PER MUTCD STANDARDS. FLAGGERS AND UNIFORM TRAFFIC OFFICERS
TRAFFIC CONTROL DEVICES IN PLACE.
12. SIDEWALK CLOSED SIGNS (R9-9) SHALL BE REQUIRED IN ADVANCE OF THE FLAGGERS SHALL BE REQUIRED TO ATTEND A 4 HOUR APPROVED TRAINING
6. TO FACILITATE THE FLOW OF TRAFFIC, THE TOWN SHALL HAVE WORK AREA ON COMPLETED PORTIONS OF THE PROJECT TO PREVENT COURSE AND CARRY THEIR FLAGGER CERTIFICATION CARD WITH THEM.
AUTHORITY TO MODIFY THE CONTRACTOR'S ONGOING OPERATIONS OR PEDESTRIANS FROM ENTERING THE WORK ZONE. THE CONTRACTOR SHALL PROVIDE COPIES OF ALL DOCUMENTATION OF
PROPOSED METHODS OF CONSTRUCTION AS DEEMED NEGCESSARY FOR THE CERTIFICATION OBTAINED FOR EACH FLAGGER ON THE PROJECT.
THE SAFETY, CONVENIENCE AND WELFARE OF THE TRAVELING PUBLIC. 13. THE CONTRACTOR SHALL NOT STORE OR PLACE ANY CONSTRUCTION
THE CONTRACTOR SHALL COMPLY WITH THE TOWN DIRECTIVES EQUIPMENT OR SIGNS IN THE PEDESTRIAN PATH OF TRAVEL. ALL FLAGGERS OR UTO SERVING AS A TRAINED FLAGGER SHALL WEAR
CONCERNING THIS MATTER 14. THE CONTRACTOR'S OPERATIONS SHALL NOT OCCUPY SIDEWALKS EXCEPT AR ME s T e REQUIREMENTS OF SoA AMERICAT NATIORAL
WHERE PROPER PROTECTION AND A TEMPORARY PEDESTRIAN ACCESSIBLE Ll o B D A N e e PROJECT NAME: JERICHO

7.  THE MIXING OF TEMPORARY TRAFFIC CONTROL DEVICES (DRUMS,
CONES, ETC.) ALONG A TANGENT HIGHWAY IS NOT ALLOWED. DRUMS
SHOULD BE USED TO CHANNELIZE OR DELINEATE ROAD USER'S FLOW
WHILE REFLECTORIZED CONES ARE BETTER SUITED TO DELINEATE
DRIVES WITHIN THE WORK ZONE.

ROUTE (TPAR) HAVE BEEN PROVIDED.

ANSI 107-1999 STANDARD PERFORMANCE FOR CLASS 2 RISK EXPOSURE.
INDIVIDUALS ENGAGED IN TRAFFIC CONTROL SHALL WEAR THE
HIGH-VISIBILTY VEST WITH "TRAFFIC CONTROL" VISIBLE, WITHOUT
EXCEPTION.
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